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GENERAL FEATURES

• 15/10 worktop thickness

• Stainless steel, Scotch-Brite finish

• Sturdy and powerful with compact design

• Depth of 700 mm means it will fit the most common

configurations

• Catalogue offers more than 300 standard models

• Worktop, base cabinet, base cabinet with doors and oven

versions

• Twin-piece knobs prevent the infiltration of dirt and are

watertight

• Gas ranges having burners with various configurations and

power ratings: 3,5 kW - 5,7 kW e 7 kW

• Wide range of accessories

The front bar is a new design feature that increases the kitchen’s

visual importance and offers clear benefits: it is a comfortable

place for the chef to lean on; it means you will remain at a safe

distance from the worktop and therefore protects from

accidentally knocking against both items lying on the worktop

and the knobs.

The knobs offer optimum grip and help the chef to have the

setting controls right under his eyes. Special attention has also

been paid to the knob bezel that has been expertly designed to

avoid penetration of liquids and/or dirt. Thanks to the IPX5 water

jet ingress protection rating, awarded after passing specific tests,

knobs and knob bezels can be washed at the end of the working

day without affecting performance or safety.

TECHNICAL DETAILS

INDUCTION WOK RANGE TOP VERSION_x000D_

• Watertight shatterproof glass-ceramic top._x000D_

• Presence detector device and overheat device._x000D_

• Heat mode activity indicator light._x000D_

• Wok version with 30 cm diameter griddle and 5kW of

power._x000D_
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Technical Information

Specifications Data

Code CR1012859

Description Q70PC/WOK400            WOK ELE. M40 TOP

CODICE COMMERCIALE Q70PC/WOK400

Commercial line QUEEN7

Supply ELETTRICA

Depth 400 MM

Width 700 MM

Height 250 MM

Net weight 20

Packaging Depth 840 MM

Packaging Width 440 MM

Packaging Height 540 MM

Packaging Volume (m³) 0,200

Gross weight (kg) 27,000

Electrical connection 400V 3

Frequency 50 Hz

Electric Power 5 KW

IPX protection IPX4

Certified model Q70PC/WOK400
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Powers selectable between 10

different levels for delicate or

express cooking

High power, option of whole-area

coverage, automatic pan detection.

Safety sensor prevents

overheating.

Thanks to the water jet ingress

protection rating, awarded after

passing specific tests, knobs and

knob bezels can be washed at the

end of the working day without

affecting performance or safety.

The front bar is a comfortable place

for the chef to lean on; it means you

will remain at a safe distance from

the worktop and therefore protects

from accidentally knocking against

both items lying on the worktop

and the knobs.
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